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HYOSUNG CORP

PP DIV 450 KONGDUK-DONG MAPO-KU SEOUL 121-720 KOREA

Material Designalion: J(a)40

Product Description: Polypropylene (PP), furnished as peliets, powder.

Color  Min. Thick. (mm) Flame HW1 Hal ATIElee ATIImp RTIStr IEC GWIT 1IEC GWFI
Class
ALL 1.5 HE = - 65 65 65 - -
CTI: = HVTR: = D495: = IEC Ball Prossund'C): -

Dislmctric Stana(k ' mm ) - Wil iy Hesla bl 1T ok -om ) - M enaboial Stabilibge): -
150 Tonade Stronpgtha) - B0 Flanasral Strongtis®a). - 0 Hioal Deflockion]"Ch: -
150 Tensle Impacli/n) - ES0 Lo lmpaat(ill ) - 150 Chaspry lmpactklsf) -
(a) Represents 3 through 7 incl.
Feport Date: 10/25/1994 Underwriters Laboratories Inc®

UL94 smali-scale lest dala does nol perain to building materals, furnishings and related contents. UL 94 small-scale test
dala is intended solely for delermining the flammability of plastic materials used in components and parts of end-product
devices and appliances, where the acceptability of the combination is determined by LULI.



